
Návod na montáž / Installation guide / Installationsanleitung

Montážný rám na prisadenú 
montáž LED panelov
Mounting frame for surface mounting of LED panels
Einbaurahmen zur Aufputzmontage von LED-Panels

300 × 300 600 × 100 600 × 300 600 × 600 1200 × 100 1200 × 600 2400 × 100

Dostupné rozmery / Available dimensions / Verfügbare Abmessungen: 
(atypické rozmery potvrdíme na vyžiadanie / we will confirm atypical 
dimensions on request / atypische Maße bestätigen wir auf Anfrage)

Bezskrutkové zostavenie / Screwless assembly / Schraubenlose Montage:

Inštalácia panela / Panel installation / Panel-Installation:

x x x xx x x

x = odoberateľná strana rámu pre vloženie LED panelu / Removable frame side for LED panel insertion / Abnehmbare Rahmenseite zum Einsetzen des LED-Panels

SK / EN / DE

Method A: Suspending installation

Method B: Surface mount installation

1.Fix the L bracket into 4 corners of the back side on 2. Fix the base into the ceiling;

3. Panel wall creating

of the well fixed panel
Then another two bases in another sides;
Then connect two panels by two connection kits

4. You can choose to extend any size you
want by repeating above steps..

Fix the 2 bases into the ceiling at 90mm with the base

Connection place
90mm

Connection kits

Then lock the cable and adjust length to be best fit;   the panel by bigger screws in the kits bag;
   Pass the cable through the L bracket

Narrow Frame & Frameless Instruction

1.Fix the surface mount kits onto the 
  ceiling and take one side off.

4.Fix the last side of the surface mount 
kits and installation is finished.3.slide the panel into fixture.

2.Fix the slid-in kits onto the back side of the panel

Recessed installation

1.open the hole based on the table

products dimmension
1195*100 1170*75mm

Cut hole size

Driver

3.Wiring the driver cable into AC power and panel terminal
Then fixt the panel into the ceilight by clips

4.Then power panel on and installation down

2.Fix 4pcs clips into 4 corner of the panel
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1. Namontujte rám pre prisadenú 
montáž na strop. / Install the 
ceiling mount frame. / Installieren 
Sie den Rahmen.

2 Odoberte jednu stranu 
rámu a zasuňte LED 
panel. / Remove one 
side of the frame and slide the LED 
panel in. / Entfernen Sie eine Seite 
des Rahmens und schieben Sie das 
LED-Panel in den Rahmen.

3. Upevnite späť odobratú stranu 
rámu. / Fasten the removed 
frame side. / Befestigen Sie die 
entfernte Rahmenseite.

Tento doklad slúži ako Záručný list
This document is valid as a Letter of Warranty
Dieses Dokument dient als die Garantie

Dátum/Date/Datum

Podpis/Signature/Unterschrift

Štandardná záruka 2 roky. 
Standard warranty 2 years. 
Standardgarantie 2 Jahre.

www.slos.sk
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